
HISTORICO COLLECTION | HMW90 - HISTORICO METAL WOOD 90
TIMBER-ALUMINIUM LIFT AND SLIDE DOOR with embedded track

Please note: the sections and performance data provided are for reference purposes only and are intended as examples. They do not constitute a 
binding or definitive representation of the product. The technical department reserves the right to make changes at any time.

Technical specifications  – HMW90

Visible sash thickness

Fixed frame profile

Minimum standard glazing

Water tightness

Air permeability

Wind resistance

Frame thermal 
transmittance (Uf)

Overall window thermal 
transmittance (Uw)

82x86 mm

45x191 mm

33.1/24/33.1 Argon + Low-E

Class 9A (EN 12208)

Class 4 (EN 12207)

Class C1 (EN 12210)

1,74 W/m²K (fir)
2,04 W/m²K (oak)

1,18 W/m²K (fir)
1,23 W/m²K (oak)

Ug value

Maximum sash 
dimensions and weight

Sample size

1.0 W/m²K

6000x3000 mm
manual opening < 400 kg
manual opening with steel 
hardware
400 kg < 700 kg

4000x3000 mm

The HMW90 collection combines the authentic beauty of wood with the performance and durability of aluminium, offering a 
solution engineered to deliver outstanding performance and a long service life. The external aluminium cladding protects the 
timber from weathering, reducing maintenance requirements while preserving the window's appearance and performance 
over time. The 82 mm visible timber sash, featuring a 68 mm timber section and paired with an external aluminium shell, 
accommodates high-performance glazing and contributes to excellent thermal and acoustic insulation, ensuring superior 
indoor comfort and energy efficiency.
A wide selection of finishes and colours for the external aluminium cladding allows the system to integrate seamlessly into 
any architectural project, while the natural wood finish on the interior enhances living spaces with warmth, elegance, and 
timeless appeal.

Finishes and customization
Each HMW90 window and door system is custom-manufactured in-house with artisanal precision, combining the warmth 
and quality of timber, the durability of aluminium, and the construction excellence that defines Carminati. The system is 
available in a selection of laminated timber species, including fir, oak, larch, and sapeli mahogany, chosen for their aesthetic 
appeal and outstanding performance. The external aluminium cladding is available in a wide range of finishes and colours, 
from anodised finishes to the full RAL colour palette, in gloss or matt options, with smooth or textured surfaces.

Designed for
HMW90 is the ideal solution for architects, designers, and building professionals seeking a timber window and door system 
that seamlessly combines energy efficiency, living comfort, long-term durability, and extensive design flexibility. Its wide 
selection of timber species, finishes, and construction configurations allows each unit to be tailored to specific project 
requirements, ensuring seamless integration into both high-end residential properties and premium contract and hospitality 
developments.

Carminati patented technology
The sliding system with recessed floor track is the result of a patent developed in 2012. The fiberglass guide, manufactured 
as a single monolithic block, integrates both the rail and sliding system, ensuring strength and long-term durability. A flexible 
sealing strip protects the track cavity from dust and debris, maintaining smooth and effortless operation over time.
This solution enables the easy movement of even very large sashes, with minimal visual impact. The recessed track creates 
a flush, level continuity between interior and exterior spaces, enhancing both comfort and architectural quality.



HISTORICO COLLECTION | HMW90 with applied glazing bead
TIMBER-ALUMINIUM LIFT AND SLIDE DOOR with embedded track

Please note: the sections and performance data provided are for reference purposes only and are intended as examples. They do not constitute a 
binding or definitive representation of the product. The technical department reserves the right to make changes at any time.

Horizontal section - Impero version

191

45
82

82

34 34 18
86

Vertical section

LC
25
1

45 70

78

70 45 82 82

38
68

18
34

34
86

19
1

Elevation view

ext.

int.

int. ext.

68

82

45

19
1

Soft Line Version

19
1

68

82

45
Square Version


